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INTRODUCTION

WARNING

Introducing the Butler Series Tandem Pantry assembly manual. In this manual, we will show you 
how to assemble your own Butler Series Tall Pantry. Before beginning the assembly, make sure 
that there is ample room for installing and assembling your product. The amount of Base Shelf 
Trays with your assembly may also vary.   
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There is a maximum availalbe weight of 10 KG per large basket,
and 5 KG per small bracket. Some steps might require the 
assistance of two people. 

Cabinet x1

Part A - M6 x 8 Bolts
x4

Part E - M5*16 Bolt
x4



PARTS & TOOLS CHECK LIST
Ensure that the following parts are included with your Tandem Pantry. These are crucial 
components that will be the mainframe of your entire assembly. 

Cabinet x1 Large Baskets x5

Part C - M6 x 30 Bolts
x4

Cabinet Door x1

Part A - M6 x 8 Bolts
x4

Part D - Sliding Shaft
x4

Small Baskets x5

Part B - M5 x 8 Bolts
x4

Part E - M5*16 Bolt
x4

Part F - ST 3.5x16
x15

Part G - ST 3.5x20
x12

Part H - ST 3.5x25
x6

Part I - Bearing 
Support x3

Part J -Mute Guideway
x2

Part K - Slider
x2

Part L - Slider Cover
x2
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PARTS & TOOLS CHECK LIST
Ensure that the following parts are included with your Tandem Pantry. These are crucial 
components that will be the mainframe of your entire assembly. 

Part O - Guideway
x1

Part M - L-Bracket
x2

Part P - Filling Piece
x1

Part N - Connecting Bar
x2

Part Q - Conned Fittings
x3

Part R - Door Frame
x1

Part S - Body Frame
x1

Part T - Roller Guide
x1

Part U - Drilling 
Plate x1

Part V - Basket Plate 
Connectors x20

Part Y - M5 Nut
x4

Phillips Screwdriver x1
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Pencil 
x1

Tape Measure 
x1

Allen Key
x1

Power Drill with 
Phillips Head Bit x1



PARTS
Below is a breakdown of how the parts will come together for your final product, as detailed in 
the following steps. 

Large Baskets

Door Panel

Small 
Baskets

Lower Slider

Door Frame
Cabinet
Dimensions of your 
cabinet may vary, but 
should be within a set 
average height. Please 
refer to page 8 for 
furhter information.

There will be two 
lower sliders for your 
tandem panty that 
slides the body frame 
holding the baskets 
back and forth.

Please refrain from 
storing past 5 KG per 
basket.

Dimensions of your door 
panel may vary, but 
should match with the 
general height of your 
cabinet. Please refer to 
pages 10 and 11 for fur-
ther information 

Please refrain from 
storing past 10 KG per 
basket.

The door frame will 
assist in securing the 
small baskets. 
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INSTRUCTIONS

Combine the L-brackets to the sliders

Secure both parts

Begin Step One by locating the two L-brackets and two 
sliders and combine both parts.

Finally, repeat these steps for the remaining set.

1.

3.

Step 1 - Assembing the L-shaped Slider 

Repeat these steps for the remaining set

Secure both parts to each other using two Part A screws. 
Tighten the screws using a Phillips Screwdriver. Take care 
not to over tighten the screws.
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Secure the roller guide to the body frame

INSTRUCTIONS

Locate the body frame and roller guide

Secure the L-shaped slider to the body frame

Next, locate two of the L-shaped sliders from the previous 
step and align them to the lower left and right corners of the 
assembly, as shown. Tigthen the left slider to the allocated  
section using two Part C bolts using a Phillips screwdriver.

1.

3.

Step 2 - Installing the Body Frame

Repeat these steps for the opposite side

Secure the roller guide to the body frame using two Part B 
bolts. Tigthen the bolts using a Phillips screwdriver. Take 
care not to over tighten the screws

Begin Step Two by locating the body frame and roller guide. 
The roller guide will be installed on the upper right corner 
of the body frame, as shown. 

Finally, repeat these steps for the remaining right L-shaped 
slider using two Part C bolts and tighten the bolts using a 
Phillips screwdriver.

2.

4.
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DIMENSIONS
Please record the following measurements prior to installing your bearing supports. Depending 
on the height of your cabinet, please refer to the table below to verify the adequate space 
needed to work with installation 

Guideway and Bearing Support Measurements

 ● The following images are references for guideway and support measurements  
The Space Series Tandem Pantry comes in a variable range of height based on the dimensions shown in the 
table above in millimeters. Ensure that the measurements are adequately recorded for proper installation. If 
there is not any adequate height for any of these parts, please contact customer service. 



INSTRUCTIONS

Secure the bearing supports

Secure the three bearing supports to the marked locations 
shown using a total of six Part H screws, two for each 
support. Tighten the screws using a power drill with a 
Phillips head bit, as shown. Please refer to Page 8 for more 
details of measurements before continuing.

3.

Step 3 - Installing the guideway

Secure the roller guideway

Secure the guideway

Secure the door panel 

Secure the roller guideway to the upper right corner of the 
cabinet using two Part B screws. Tighten the screws using 
a power drill with a Phillips head bit. Take care not to over 
tighten the screws.

Next, secure the guideway to the upper right corner of the 
cabinet using three Part F screws. Tighten the screws using 
a power drill with a Phillips head bit. Please refer to Page 8 
for more details of measurements before continuing.

Finally, secure the door panel to the cabinet using a power 
drill with a Phillips head bit.

1.

2.

4.



INSTRUCTIONS
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Place the drilling plate to the location shown1.

Step 4 - Use a drilling plate to drill holes

Drill six 2.5mm holes 

Repeat these steps for the opposite side

Using the drilling plate as reference, drill a total of six 2.5mm holes 
using a power drill with a 2.5mm drill bit.

Repeat these steps and drill the remaining six holes for the opposite 
side.

Begin Step Four by algining the drill plate to the bottom base of the 
cabinet, as shown.

2.

2.



INSTRUCTIONS
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Locate the frame assembly from Step 2

Secure the frame

1.

3.

Step 5 - Installing the frame to the cabinet

Align the frame to the rails and holes

Slide the frame back and forth

Align the frame to the inner section of the cabinet, as shown. Verify that 
the lower section of the frame lines up with the previously drilled holes. 

Once the frame is aligned accordingly, secure the frame to the cabinet 
using twelve Part F screws. Tighten the screws using a power drill with a 
Phillips head bit. Take care not to over tighten the screws. Repeat these 
steps for the remaining side.

Begin Step Five by locating the previously assembled frame from Step 2. 
Starting at the upper right hand corner of the frame, line up the frame 
to the upper right hand corner rail, as shown.

Verify that the frame is properly secured by sliding the frame 
back and forth to ensure that there is no misalignment or 
unwanted motion. 

2.

4.



INSTRUCTIONS

Locate the door frame

Attach the filling piece 

Finally, attach the Part P filling piece to the lower left corner 
underneath the bottom most rail of the door frame, as 
shown.

1.

3.

Step 6 - Preparing the Door Frame

Install the connected fittings

Next, locate three Part Q connected fittings and attach them 
to the door frame, as shown

Begin Step Six by locating the door frame. 

2.
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INSTRUCTIONS

Line up the connected fittings to the supports

Attach the slider covers

After securing the mute guideways, continue by attaching 
slider covers to the sliders, as shown. A total of two slider 
covers are to be used. 

1.

3.

Step 7 - Installing the Door Frame

Install the mute guideways

Verify the parts and hardware are secure

Once the door frame has been installed, secure the mute 
guideways to the corners shown using a total of eight Part 
G screws, four for each mute guideway. Tigthen the screws 
using a power drill with a Phillips head bit

Two people will be required for this step. Begin Step Seven by lining 
up the connected fittings of the door frame to the previously installed 
supports of the cabinet. 

Verify that the parts and hardware are secure by opening 
and closing the door to ensure that there is no misalignment 
or unwanted motion.

2.

4.
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INSTRUCTIONS

Locate the connecting bar

Repeat the process for the remaining bar

Finally, repeat the process for the remaining bar.

1.

3.

Step 8 - Installing the Connecting Bar

Secure the connecting bar

Next, secure the connecting using two Part D shafts, two 
Part E bolts, and two Part Y nuts. Tighten the hardware 
using a Phillips Screwdriver. Take care not to over tighten 
the bolts.

Begin Step Eight by locating the connecting bar. Align the connecting 
bars to the location shown.

2.
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INSTRUCTIONS

Place the basket line connectors accordingly

Install the small baskets

Next, install the small baskets to the door frame, as shown

1.

3.

Step 9 - Installing the Baskets

Install the large baskets

Verify the parts and hardware are secure

Once the connectors have been installed, simply attach the 
large baskets to the frame by having the baskets sit directly 
above the connectors. 

Begin Step Nine by installing the basket line connectors on the corners 
of the rails found on the main frame and door frame, as shown. A total 
of twenty connectors will be used. 

Once the baskets have been installed, move the door back 
and forth to ensure proper motion and that all parts and 
hardware are secured. Once verified, assembly of the 
Tandem Pantry is complete.v 

2.

4.
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Technical support

www.stackhaus.com.au
info@stackhaus.com.au
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