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INTRODUCTION

WARNING

Introducing the Supreme Lift Basket assembly manual. In this manual, we will show you how to 
assemble your own Supreme Lift Basket. Before beginning the assembly, make sure that there 
is ample room for installing and assembling your product. Please check the following chart to 
ensure the product size exactly suits your cabinet based on the following dimensions.
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There are a total of three levels to load your Supreme Lift Basket, with 
each level capable of sustaining a set amount of kilograms. Please make 
sure to not overload the weight limit of your product.
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PARTS & TOOLS CHECK LIST
Ensure that the following parts are included with your Supreme Lift Basket. These are crucial 
components that will be the mainframe of your entire assembly. The following tools are 
recommended for this installation. 

Cabinet x1 Part 2 - Decorative Right Cover x1Part 1 - Decorative Left Cover x1

Part 3 - ST 3.5 x 16 Screws
x16

Part 4 - Drilling Template x1 Part 5 - Pull Down Lifter x1

2.5mm Drill Bit
x1

Phillips Head 
Screwdriver x1

Power Drill with 
Phillips Head Bit x1



PARTS
Below is a breakdown of how the parts will come together for your final product, as detailed in 
the following steps. 

Decorative Covers

Pull-Down
Lifter

Tension Buttons

Door Hinges

Cabinet
Dimensions of your 
cabinet may vary, but 
should be within a set 
average height. Please 
refer to the next page 
for furhter information.

The Pull-Down Lifter
will come in various 
sizes that compliments 
several cabinenet 
types. Please en-
sure that the proper 
measurements of your 
cabinet have been 
made before installing 
your lifter.

There will be two 
tension buttons on 
each side of the lifter. 
Use these buttons to 
adjust the proper load 
level desired. Please 
refer to page 9 for 
further information 
on the settings.

The covers will protect 
the side panels of the 
lifter along with the 
extending rails on the 
lifter, while keeping 
the tension button 
secured.

When installing the 
cabinet doors, ensure 
that the hinges to not 
come into contact 
with the lifter to pre-
vent possible jamming 
and damage.
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INSTRUCTIONS

Locate the cabinet and measure accordingly

Begin Step One by locating the cabinet and measuring out 
the dimensions of the cabinet so that you can properly 
install the correct pull-down lifter that best suites your 
cabinet’s measurements.

1.

Step 1 - Matching the Cabinet Size

The dimensions of the pull-down lifter are listed below. The measurements of the cabinet 
shown below are a minimum and does not necessarily reflect the final product’s dimensions. 
Please ensure that proper measurements have been recorded so that you can determine the 
proper lifter that best suits your cabinet.

Door Panel Measurements



Place the drilling template and pre-drill 
holes

INSTRUCTIONS

Locate the cabinet

Repeat these steps for the other side.

Drill an additional eight holes in the same manner done for 
the previous side. A total of sixteen holes, eight on each 
side, will be essential on installing the pull-down lifter.

1.

3.

Step 2 - Drilling the Side Holes

Locate and place the drilling template to the side of the 
cabinet, as shown, and drill eight 2.5mm holes using a 
power drill with a 2.5mm drill bit. 

Begin Step Two by locating the cabinet after determining 
the proper pull-down lifter with the dimensions that best 
fits within the constraints of the measurement. 

2.
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INSTRUCTIONS

Locate the Pull-Down Lifter

Switch the gear to the soft tension

Switch the gear to the soft tension position so that the lifter 
retracts down forward, leaving ample space in the interior 
of the cabinet.

1.

3.

Step 3 - Installing the Pull-Down Lifter

Secure the bottom sections

Secure the upper section of the side

Next, secure the bottom section of the sides using four 
Part 3 ST 3.5 x 16 Screws on each side. Depending on the 
dimensions of your pull-down lifter, there may be a gap 
with sufficient space to insert a power drill through to drill 
the screws easily. If not, then a Phillips screwdriver will 
also work. Repeat these steps for the opposite side.

Begin Step Three by locating the Pull-Down Lifter. Place the lifter 
inside the cabinet, and ensure that the sides of the lifter aling with the 
previously drilled holes from the previous step.

Finally, secure the upper section of the side using an 
additional four Part 3 ST 3.5 x 16 Screws on each side. 
Tighten the screws using a power drill with a Phillips head 
drill bit. Repeat these same steps on the opposide side.

2.

4.
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INSTRUCTIONS

Locate the Decorative Covers1.

Step 4 - Installing the Decorative Covers

Push both covers into place

Align the covers to the sides of the lifter, as shown, and slowly push the 
covers into place making sure the adjustment button sticks out. Make 
sure that the covers are tightly snug into place.

Begin Step Four by locating the Left Decorative Cover, Part 1, and Right 
Decorative Cover, Part 2, and align them to the following locations, as 
shown.

2.



TENSION BUTTONS
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The tension buttons will allow you to set the payload requirements based on the amount of 
weight you wish to utilize. Please refer to the image below for specific dimensions and proper 
spacing so that installation of the door panel plastic brackets is possible.   

Payload Specifications

 ● The following image is a reference for the tension button modes.  
Please refer the chart for the desired level, loading capacity, and illustrations to better assist you in the 
following step.



INSTRUCTIONS
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Locate the two buttons on the sides

Return the lifter back to the closed position

1.

3.

Step 5 - Adjusting the Tension Button

Adjust the tension buttons, as needed
To adjust the tension, press the button and then pull outward

There are three levels you can adjust depending on the weight load of 
the lifter, along with each unique method for each level. Please refer to 
the chart on the previous page for further information on the different 
settings for the payload specifications and adjustments.

Once the lifter has been adjusted accordingly to your preferred 
specifications and payload requirements, return the lifter back to the 
closed position.

There will be a total of two buttons, one on each side of the lifter, as 
shown. These buttons are used to adjust the level necessary to meet 
the payload requirements. These buttons will adjust the tension of the 
lifter, and can only be adjusted while the lifter is static and not while in 
used.

2.



INSTRUCTIONS
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Step 6 - Installing the Cabinet Doors

Locate the cabinet doors1.
Finally, locate the cabinet doors and hinges. Cabinet doors are 
recommended to be installed after mounting the lifter. Pleaser reference 
your cabinet manufacturer for proper cabinet door installation. Before 
using your new Basket, verify that all hardware is intact, in accordance 
to the owner’s manual. Enjoy your new Supreme Lift Basket!
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